Transportanker-Systeme B G

Metallverarbeitung

BGW-Pruifprotokoll vom 07.02.1992
Bezeichnung :Stabanker MRD14
Artikel-Nummer:0302-0,8-230

Laststufe :800 kg

Prufbedingungen:

Axialer Zug mit Vollast bis zum Ausreifien des Ankers.

Beton :B 25 Kornung 16

Betonfestigkeit:

Betonalter 5 Tage ; Temperatur 5°
entspricht nach Tabelle 16,5 N/mm?

Alle Zugversuche ohne Betonbewehrung.

1.Priifling 2.Priifling 3.Priifling
Zugkraft: 6330 kg Zugkraft: 6080 kg Zugkraft: 6080 kg
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Bemerkungen:

Bei Priufling 1 16Bte sich die Hilse vom Betonstahl.
Bei Priufling 2 und 3 zog es den Stabanker aus dem Prufkorper.



Y-Input: Timebase: Trigger: Cursor 1: ©@00: +31.25mV

500 mV/div 2 s/div SINGLE Cursor 2: ©49: +1.281 V
DC 1:1 EXT DC
POS

- Spannung an Cursor 2: +1.281 V
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VOLTCRAFT Digi-Scope-Converter 500 V 1.2P
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Y-Input: Timebase: Trigger: Cursor 1: ©0©00: +46.87TmV

500 mV/div 2 s/div SINGLE Cursor 2: ©57: +1.281 V
DC 1:1 EXT DC
POS

_ Spaﬁnung an Cursor 2: +1.281 V

VOLTCRAFT Digi-Scope-Converter 500 V 1.2P
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Y-Input: Timebase: Trigger: Cursor 1: 000: +31.25mV

500 mV/div 2 s/div SINGLE Cursor 2: ©56: +1.312 V
DC 1:1 EXT DC
POS

. Spannung an Cursor 2: +1.312 V
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VOLTCRAFT Digi-Scope-Converter 500 V 1.2P
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@ A4 2102297 mm % MADE IN GERMANY
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